The effect of curing conditions on the properties of silica fume concrete by Cabrera, J. & Claisse, Peter A.
The effect of curing conditions on the 
properties of silica fume concrete  
Cabrera, J. and Claisse, P.A. 
 
Author post-print (accepted) deposited in CURVE January 2014 
 
Original citation & hyperlink:  
Cabrera, J. and Claisse, P.A. (1991). The effect of curing conditions on the properties of silica 
fume concrete. In R.N. Swamy (Eds). Blended Cements in Construction. London: Elsevier 
Applied Science. 
http://www.crcpress.com/product/isbn/9781851667024 
 
 
Publisher statement: This book was originally published by Elsevier Applied Science. Please 
note the rights to this book are now owned by CRC Press. 
 
 
Copyright © and Moral Rights are retained by the author(s) and/ or other copyright 
owners. A copy can be downloaded for personal non-commercial research or study, 
without prior permission or charge. This item cannot be reproduced or quoted extensively 
from without first obtaining permission in writing from the copyright holder(s). The 
content must not be changed in any way or sold commercially in any format or medium 
without the formal permission of the copyright holders.  
 
 
This document is the author’s post-print version of the journal article, incorporating any 
revisions agreed during the peer-review process. Some differences between the published 
version and this version may remain and you are advised to consult the published version 
if you wish to cite from it.  
 
 
 
 
 
 
CURVE is the Institutional Repository for Coventry University 
http://curve.coventry.ac.uk/open  









